
Installing the event plugin  

 
Thank you for downloading this CCDSoft V5 camera event plugin. Once the plugin has been 
installed you need to copy the file \Program Files\GRB Systems\GRB Systems Guide 
Graph\GRBSystems.GuideError.tlb to the \Program Files\Software Bisque\CCDSoft Version 
5\Camera Event Plug Ins directory. That is all there is to it! 
 
 

Running the event plugin 
 
Start CCDSoft normally. Select the Event Plug Ins... option from the Setup tab. 
 

 
 
From the Camera Event Plug Ins window ensure the Guide Error Notifier is selected. Click on 
the Settings button 
 



 
 
This will bring up the Graph window. 
 

 
Click the Settings  button on the status bar to bring up the settings menu. 
 



The Plot Menu 
The display can be set to telescope axis or the camera axis. In telescope axis mode the 
errors are rotated to match the RA and Dec telescope axis. In camera mode the raw errors 
are displayed. 
 
You may also turn on or off the display of the RMS trend line. 

The Time Axis Menu 
You can select the time base of the graph using this menu 

The Pixel Axis Menu 
You can select the vertical scale value using this menu. 

The RMS Menu 
Like the time axis menu you can select the time base used for the RMS calculations. 

Reset Graph 
This clears the graph down and resets all the trend lines. 

Close Graph 
This closes the graph window. It may be re-opened by selecting the settings from the Camera 
Event Plug Ins window. 
 

Reporting Bugs 
Please report any bugs to support@grbsystems.com 
 
  


